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LORO-X ANGLE BEND WITHOUT INTERNAL
LORO-X elbow 90 degrees without internal coating DN 50

Beskrivelse

COATING 90 DEGREE DN 50

LORO-X angle bend, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with
2-chamber push-fit socket connection, for ventilation pipes, building material class Al, dimensionally stable, break-proof,
backflow-safe, without inside coating, 90 degrees, DN50

#535x1.5

Rohrende leicht eingezogen
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Artikeldata
EAN-kode

ETIM Klasse
Nominel diameter

Nominel
leengdelgrad

Ydermal (HxBxL)
Veegt
Produktgruppe
Toldtarifnummer
Materiale | Farve

Brugsanvisning

4038088042762
EC003024

DN 50

20

63 x 110 x 132 mm

0,40 Kg (STK)

5

73089098

Stahl feuerverzinkt, Silber

kein Verwendungshinweis notwendig

et e oy — S
) T [ Techagagn. M,
1 [ Wnkelbagen DNSO 907 | 005000500
] =] Trots b ]
: :'Eu ": V=t har et durch
1= == LORO" | ™
Downloads
Installationsvejledning (PDF) Méaltegning (PDF) Brochure (PDF)
Certifikat (PDF) CAD 2D (DXF) CAD 3D (DWG)
BIM 3D (STEP) BIM IFC4 (parametrisch) BIM 3D (IFC)
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