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LORO-X DOUBLE SOCKET WITHOUT INTERNAL COATING DN 40
LORO-X double socket without inner coating DN 40

Leiras

LORO-X double socket, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with
2-chamber push-fit socket connection, for filling and ventilation pipes, building material class Al, dimensionally stable, break-
proof, backflow-safe, without inside coating, DN40

DN40

76

o

stellt_ mit AUTOCAD 2004

Werkstoff: E195 EN10305 feuerverzinkt

weise verTel g und nichtan Drite weltergegeben werden

tel

ser Eigentum, Sie dorf weder_gunz noch

qeschitzt und blebt un

MaBstab Zul. Abw. | Benennung
1:1 [womzs-2| Doppelmuffen DN4D

Zeichnungs Nr.
00560.0400

011 | Tog Name

[ce | or0s Koeh

Ersotz fir:

Cepr- EDV—Art.Nr. 00560.0400

[form. ‘00560.0400.0W

ersetzt durch:

N\ | Bouverhoben
g Hnderung | Tag | Nome p\_@)

ese Zechnung st

Letoltések
Szerelési utmutaté (PDF)

Engedély (PDF)

Alles online

Méretrajz (PDF)
CAD 2D (DXF)

Cikkadatok
EAN kéd

ETIM osztaly
Névleges atméré

Kiils6 méretek
(MxSzxH)

Suly
Termékcsoport
Vamtarifaszam
Anyag | Szin

4038088042793
EC003024

DN 40

51 x 51 x 76 mm

0,10 Kg (STK)
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73089098

Stahl feuerverzinkt, Silber

Hasznalati megjegyzés

LORO-XML Stahlabflussrohre muffenlos in DN 250 und
DN 300, aus Stahl, feuerverzinkt.Fir groRe Nennweiten
hat LORO muffenlose Stahlabflussrohrsysteme fir die
Regenentwéasserung in DN 250 und DN 300 mit
bauaufsichtlicher Zulassung Nr. Z-42.1-346 vom DIBt in
sein Entwasserungsprogramm aufgenommen.Durch
die Verwendung einer muffenlosen Verbindung wird die
Verlegung mit einem CV-Verbinder flr grof3e
Nennweiten wesentlich vereinfacht.
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