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LORO COPPER TRANSITION PIPE CONCENTRIC DN 80/100

LORO- transition pipe copper concentric DN 80/100
Description

LORO-N transition pipe, made of copper, in accordance with DIN 1754/1786, with raised quality standard, concentric, round,
with 2-chamber push-fit socket connection, building material class A1, dimensionally stable, break-proof, backflow-safe, 87

degrees, DN 80/100

Données de l'article

Code EAN 4038088034651
Classe ETIM EC003024
Diameétre nominal DN 80, DN 100
Dimensions 102 x 102 x 200 mm
extérieures (HXLxP)

Poids 1,00 Kg (STK)

Groupe de produits 1

Numéro tarifaire 74121000
douanier

Matériau | Couleur  Kupfer, Kupfer

Note d'utilisation

Alles online

kein Verwendungshinweis notwendig
' 8
z |
|
| H
89 2
[ B
g ol
S 5] H
= 3|
=] 2
— I H
9102 é
Rohrende leicht eingezogen %
Werkstoff: SF—Cu DIN1754/1786 %
lErstellt_mit AUTOCAD 2004 %
MaBstab Zul. Abw. | Benennung Zeichnungs Nr. 8
1:2 |onewnz-2| (Jhergangsrohr DN80/100 | 00B0OMDON
2011 | Tog Name. B Red —Stiick Ersatz fir:
oo [z | v
Gepr- EDV—Art.Nr. 00600.MDON ersetzt durch: ‘i
[Norm. O0500MDON.DWG. é
N\ | Bouvorhoben 2
B nsenng | Tog | name p\_@) E
Téléchargements
- Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
CAD 2D (DXF) CAD (DWG)
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