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LORO-ANSCHLURST.CU AN KA-MUF.DN 100,

LORO-X connection piece of copper to KA socket 100 DN 70

Description

LORO-N connector, made of copper, in accordance with DIN 1754/1786, with raised quality standard, for transition from LORO-

X pipe DN70 to plastic pipe socket DN100, round, with 2-chamber push-fit socket connection, building material class A1,
dimensionally stable, break-proof, backflow-safe, DN70/100

Données de l'article

Code EAN 4038088035276
Classe ETIM EC011533
Diamétre nominal DN 70

Dimensions 110 x 110 x 175 mm
extérieures (HXLxP)

Poids 0,90 Kg (STK)

Groupe de produits 1

Numéro tarifaire 74121000
douanier

Matériau | Couleur  Kupfer, Kupfer

Note d'utilisation
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Werkstoff: SF—Cu DIN1754/1786 2
Erstellt mit AUTOCAD 2004 g
MaBstab Zul. Abw. | Benennung Zeichnungs Nr. S|
11 DN EN1T23-2 ) iick DN70 00630070N
2011 | Tog Name. Zum AnschiuB on Ersatz fir:
Cez. 24.10. Koeh AbfluBrohre DN100
Cepr- EDV—Art.Nr. 00630.070N ersetzt durch: ‘i
o, ‘00630.070N.0WG H
N\ | Bouvorhoben g
B oty | Tog | Nome p\_@) E
Téléchargements
Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
CAD 2D (DXF) CAD (DWG)

Alles online

Fiche technique du produit - LORO-X Base de données produits en ligne - https://www.loro.de/fr/product/00630.070N/

www.loro.de - infocenter@Ilorowerk.de Page1/1


https://www.loro.de/product/00630.070N/
https://www.loro.de/fileadmin/PDF/VERLEG_LRR_ENG.pdf
https://www.loro.de/fileadmin/CADALT/00630.070N.pdf
https://www.loro.de/fileadmin/PDF/REGENSTAND_UND_FALLROHRE_ENG.pdf
https://www.loro.de/fileadmin/CADALT/00630.070N.dxf
https://www.loro.de/fileadmin/CADALT/00630.070N.dwg
https://www.loro.de/fr/product/00630.070N/
http://www.tcpdf.org

