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LORO-X PIPE CLIP WITH CONNECTING          THREAD M 8, WITH SOUND
INSULATION DN 70
LORO-X pipe clamp with combi thread M8/M10 with sound insulation DN 70
Kuvaus
LORO-X pipe clip, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with
M8/M10 connecting thread, with sound-damping, DN70

Tuotetiedot
EAN-koodi 4038088031278
ETIM-luokka EC010049
Nimellishalkaisija DN 70
Ulkomitat (KxLxS) 107 x 35 x 143 mm
Paino 0,40 Kg (STK)
Tuoteryhmä 7
Tullitariffin numero 73269060
Materiaali / Väri Stahl feuerverzinkt, Silber

Käyttöohje
LORO-X Rohrschellen weisen eine Sechskantmutter
auf, sodass das Risiko des "überdrehens" bei der
Montage minimiert wird.In Sonderfällen können
Reduzierstücke für die Gewinde z.B. von Müpro
eingesetzt werden (mit Schalldämmung).

Lataukset

Alles online

Asennusohje (PDF) Mittapiirustus (PDF) Esite (PDF)
Hyväksyntä (PDF) CAD 2D (DXF) CAD 3D (DWG)
BIM 3D (STEP) BIM 3D (IFC) BIM Revit (RFA)
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