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Artykut 00972.070X
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LORO-X PIPE CLIP WITH CONNECTING THREAD M 8, WITH SOUND

INSULATION DN 70

LORO-X pipe clamp with combi thread M8/M10 with sound insulation DN 70

Opis

LORO-X pipe clip, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with
M8/M10 connecting thread, with sound-damping, DN70

Dane artykutu

Kod EAN 4038088031278
Klasa ETIM EC010049
Srednica nominalna DN 70

Wymiary zewnetrzne 107 x 35 x 143 mm
(WxSxD)

Waga 0,40 Kg (STK)

Grupa produktéw 7

Numer taryfy celnej 73269060

Materiat /| Kolor Stahl feuerverzinkt, Silber

Wskazowki dotyczace uzytkowania
LORO-X Rohrschellen weisen eine Sechskantmutter
auf, sodass das Risiko des "Uberdrehens" bei der
Montage minimiert wird.In Sonderféllen kénnen
Reduzierstlicke fir die Gewinde z.B. von Mupro
eingesetzt werden (mit Schallddmmung).
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Pobieranie
E I-'EE Instrukcja montazu (PDF) Rysunek wymiarowy (PDF) Broszura (PDF)

o Certyfikat (PDF) CAD 2D (DXF) CAD 3D (DWG)
BIM 3D (STEP) BIM 3D (IFC) BIM Revit (RFA)

[=]

.
Alles online

Karta danych produktu - LORO-X Baza danych produktéw online - https://www.loro.de/pl/product/00972.070X/

www.loro.de - infocenter@lorowerk.de Strona1l/1


https://www.loro.de/product/00972.070X/
https://www.loro.de/fileadmin/PDF/VERLEG_LX_ENG.pdf
https://www.loro.de/fileadmin/CAD/00972.070X.pdf
https://www.loro.de/fileadmin/PDF/STAHLABFLUSSROHRE_ENG.pdf
https://www.loro.de/fileadmin/PDF/ZERT_LGA_LX_ENG.pdf
https://www.loro.de/fileadmin/CAD/00972.070X_2D.dxf
https://www.loro.de/fileadmin/CAD/00972.070X_3D.dwg
https://www.loro.de/fileadmin/BIM/LORO/STEP/00972.070X_3D.stp
https://www.loro.de/fileadmin/BIM/LORO/IFC3/00972.070X_3D.ifc
https://www.loro.de/fileadmin/BIM/REVIT/LOROWERK_00972.070X.rfa
https://www.loro.de/pl/product/00972.070X/
http://www.tcpdf.org

