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Article 00990.070X

15.10.2026, 23:06 h

LORO-X PIPE CLIP WITH PIN, WITHOUT SOUND INSULATION
LORO-X pipe clip with knock-in pin DN 70

Description
LORO-X pipe clip, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with
knocking pin, in accordance with DIN EN 1123, without sound-damping, DN70

Données de l'article

Code EAN 4038088031544
Classe ETIM EC010049
Diamétre nominal DN 70
Dimensions 25 x 109 x 175 mm
extérieures (HXLxP)

Poids 0,18 Kg (STK)

Groupe de produits 7

Numéro tarifaire 73269060
douanier

Matériau | Couleur  Stahl feuerverzinkt, Silber

Note d'utilisation
LORO-X Rohrschellen mit Schlagstift, verzinkt
Standard
Schraube M6x20
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Téléchargements
. E Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
- Certificat (PDF) CAD 2D (DXF) CAD (DWG)

Alles online

Fiche technique du produit - LORO-X Base de données produits en ligne - https://www.loro.de/fr/product/00990.070X/

www.loro.de - infocenter@Ilorowerk.de Page1/1


https://www.loro.de/product/00990.070X/
https://www.loro.de/fileadmin/PDF/VERLEG_LX_ENG.pdf
https://www.loro.de/fileadmin/CAD/00990.070X.pdf
https://www.loro.de/fileadmin/PDF/STAHLABFLUSSROHRE_ENG.pdf
https://www.loro.de/fileadmin/PDF/ZERT_LGA_LX_ENG.pdf
https://www.loro.de/fileadmin/CADALT/00990.070X.dxf
https://www.loro.de/fileadmin/CADALT/00990.070X.dwg
https://www.loro.de/fr/product/00990.070X/
http://www.tcpdf.org

