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Artikel 00990.100X
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LORO-X PIPE CLIP WITH PIN, WITHOUT SOUND INSULATION
LORO-X pipe clip with knock-in pin DN 100
Beskrivelse

LORO-X pipe clip, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with
knocking pin, in accordance with DIN EN 1123, without sound-damping, DN100

Artikeldata
EAN-kode 4038088031568
ETIM Klasse EC010049

Nominel diameter DN 100
Ydermal (HxBXL) 25 x 138 x 222 mm

Veaegt 0,16 Kg (STK)
Produktgruppe 7
Toldtarifnummer 73269060
Materiale / Farve Stahl feuerverzinkt, Silber
Brugsanvisning
LORO-X Rohrschellen mit Schlagstift, verzinkt
Standard
| Schraube M6x20
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Erstellt mit AUTOCAD 2004 Werkstoff: St37 Dickschichtpassiviert :fj
MaBstab Zul. Abw. | Benennung Zeichnungs Nr. g
1:2 ON En123-2) Rohrschelle DN100 00990100W
rimz Tog Name | mit Schlogstift Ersatz fir:
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Installationsvejledning (PDF) Maltegning (PDF) Brochure (PDF)
Certifikat (PDF) CAD 2D (DXF) CAD (DWG)
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