
Productdatablad
LORO_Produkt-Datenblatt_01101.100O_nl.pdf

Artikel 01101.100O
15.10.2026, 18:14 uur

LORO-X PIPE WITH 1 SOCKET WITHOUT         INTERNAL COATING 2000 MM DN
100
LORO-X pipe 1 socket without inner coating 2000 mm DN 100
Beschrijving
LORO-X pipe, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with 2-chamber
push-fit socket connection, for filling and ventilation pipes, building material class A1, dimensionally stable, break-proof,
backflow-safe, in accordance with DIN EN 1123, with 2-chamber push-fit socket connection, without additional inside coating,
length 2000 mm, + 1socket, DN100.

Artikelgegevens
EAN-code 4038088059999
ETIM Klasse EC011386
Nominale diameter DN 100
Nominale
lengte/graad

2000

Buitenafmetingen
(HxBxL)

118 x 118 x 2070 mm

Gewicht 11,30 Kg (STK)
Productgroep 5
Douanetariefnumme
r

73063012

Materiaal / Kleur Stahl feuerverzinkt, Silber

Gebruiksaanwijzing
kein Verwendungshinweis notwendig

Downloads

Alles online

Installatiehandleiding (PDF) Maattekening (PDF) Brochure (PDF)
CAD 2D (DXF) CAD (DWG) BIM IFC4 (parametrisch)
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