° Product data sheet
LORO_Produkt-Datenblatt_01330.100X_en.pdf

Article 01330.100X

16.10.2026, 02:53

LORO-X SCUPPER DIRECT DRAIN, SERIES 43, WITH BASIN, WITH BONDING
FLANGE FOR BITUMINOUS ROOFING SHEETS DN 100
LORO-Attika drain with adhesive flange for bitumen DN 100

Description

LORO-X direct parapet drain, series 43 with basin, for main drainage with gravity flow, discharge rate 3.0 I/s at 35 mm water
level on the roof, with bonding flange, for bituminous roofing sheets, roof penetration depth 52 mm, in accordance with DIN EN
1253, proof of performance with standard-compliant testing system with 4.2 m non-ventilated downpipe according to system
data sheet LX647, made of steel, hot-dip galvanized, DN100

Article information

EAN Code 4038088063798

ETIM Class EC011350

Nominal diameter DN 100

Outside 480 x 720 x 287 mm

measurements

(HXWxL)

Weight 7,50 Kg (STK)

Product group 9

Customs tariff 73089098

number

Material / Color Stahl feuerverzinkt, Silber
Usage note
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Modell mit Becken bietet somit ein ausgewogenes
Verhaltnis zwischen erhdhter Abflussleistung und
Energiesparpotenzial durch eine geringe Eingrifftiefe

ins Dach.
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