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LORO COPPER PIPE WITH 1 SOCKET 250 MM DN 80

LORO-X pipe copper 1 socket 250 mm DN 80

Descricao

LORO-N rainwater downpipe, made of copper, in accordance with DIN 1754/1786, round, with raised quality standard, with

2-chamber push-fit socket connection, building material class Al, dimensionally stable, break-proof, backflow-safe, 250 mm, +
1socket, DN 80

Dados do artigo
Cédigo EAN 4038088035160

Classe ETIM EC011533
Diametro nominal DN 80
Comprimento/grau 250

nominal

Medidas exteriores 102 x 102 x 310 mm
(AXLxP)

Peso 1,30 Kg (STK)

Grupo de produtos 1

Numero de pauta 74111010
aduaneira

Material / Cor Kupfer, Kupfer

Nota de utilizacao
kein Verwendungshinweis notwendig

DN80

310

g;z

Werkstoff: SF~Cu DIN1754/1786
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Rohrende leicht eingezogen

Erstellt mit AUTOCAD 201
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ing ist urheberrechtiich geschitzt und bleibt unser Eigentum. S darf weder ganz noch tellveise vervilfatigt_und nicht an Dritte weitergegeben werden.

Index

Transferéncias
InstrucBes de instalacéo (PDF) Desenho cotado (PDF) Brochura (PDF)
CAD 2D (DXF) CAD (DWG) BIM IFC4 (parametrisch)
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