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Articulo 01401.100N
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LORO COPPER PIPE WITH 1 SOCKET 250 MM DN 100

LORO-Pipe copper 1 socket 250 mm DN 100

Descripcién

LORO-N rainwater downpipe, made of copper, in accordance with DIN 1754/1786, round, with raised quality standard, with

2-chamber push-fit socket connection, building material class Al, dimensionally stable, break-proof, backflow-safe, 250 mm, +
1socket, DN100

Datos del articulo

Cédigo EAN 4038088035177
Clase ETIM EC011533
Diametro nominal DN 100
Longitud/grado 250

nominal

Medidas exteriores 118 x 118 x 320 mm
(AxAXL)

Peso 1,90 Kg (STK)

Grupo de productos 1

Numero de arancel 74111010
aduanero

Material / Color Kupfer, Kupfer

Nota de uso
kein Verwendungshinweis notwendig

DN100

320

Rohrende leicht eingezogen
Werkstoff: SF~Cu DIN1754/1786

Erstellt mit AUTOCAD 2004

Wagstab | Zul. Abw. | Benennung Zeichnungs Nr.
1:2 [wewmz-2{ Rohr DN100 01401100N

2014 | Tag Nome mit_einer Muffe 250mm lang | Ersatz fiir:
(Gez. 12.02. Koeh
Cepr. EDV—Art.Nr. 01401.100N ersetzt durch:
orm. 01401100NDWG

'E%@ Bauvorhaben
Hnderung Tog | Name

ing ist urheberrechtiich geschiltzt und bleibt unser Eigentum. Sie darf weder ganz noch tellvise vervilfatigt_und nicht on Dritte weitergegeben werden.
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Descargas
Instrucciones de instalacién (PDF) Dibujo dimensional (PDF) Folleto (PDF)
CAD 2D (DXF) CAD (DWG) BIM IFC4 (parametrisch)
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