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Artykut 05043.CAO0X
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LORO-X CONNECTING FOR SINFONIC FLOW DN 70/40

LORO-X connecting piece DRAINJET DN 70/40

Opis

LORO-DRAINJET connector, according to DIN EN 1123, with raised quality standard, with 2-chamber push-fit socket
connection, made of steel, hot-dip galvanized, building material class A1, dimensionally stable, break-proof, backflow-safe,
long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown,
DN70/40

Dane artykutu

Kod EAN 4038088062593
Klasa ETIM EC003024
Srednica nominalna DN 70, DN 40

Wymiary zewnetrzne 84 x 84 x 305 mm
(WxSxD)

Waga 0,70 Kg (STK)

Grupa produktéw 1

Numer taryfy celnej 73089098

Materiat /| Kolor Stahl feuerverzinkt, Silber

Wskazowki dotyczace uzytkowania
kein Verwendungshinweis notwendig
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Werkstoff: E195 EN10305 feuerverzinkt E
und innen beschichtet H
Erstellt mit AUTOCAD 2004 :
‘MoBstab ZulAbw. | Benennung Zeichnungs Nr. &)
1:2 ON enn1z3-2| | ORO—AnschluBstiick 05043CAOW
7008 Tog | Name | DN 70/40 Ersotz fir:
ez [ 605 | Komn
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Bouvorhoben H
Pobieranie
Instrukcja montazu (PDF) Rysunek wymiarowy (PDF) Broszura (PDF)
Certyfikat (PDF) CAD 2D (DXF) CAD (DWG)
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