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LORO-X RAINWATER PIPE, SQUARE, WITH ACCESS EYE

LORO-X standpipe square with cleaning cover 1000 mm DN 100

OnucaHwue

LORO-X rain standpipe, made of steel, hot-dip galvanized, square, with clean-out opening, pipe end round DN100, according
to DIN EN 1123, with raised quality standard, building material class Al, dimensionally stable, break-proof, long-life inside
coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown, 1000 mm,
DN100

AaHHu 3a apTUKyna
EAN kop 4038088023464
ETIM knac EC011386

HomMmuHaneH DN 100
AnameTbp

HomuHanHa 1000
AbkuHalrpagyc

BBLHIWHKU pasmepu 108 x 134 x 1000 mm
(BxLLUxA)

Terno 8,60 Kg (STK)
MpopykToBa rpyna 2

MuTHuU4eckn 73063012
TapudeH Homep

e (4

Martepuan |/ Lisat Stahl feuerverzinkt, Silber

3a6enexka 3a ynortpeba

LORO-X Regenstandrohre und Regenfallrohre
quadratisch aus Stahl, feuerverzinkt, figen sich optisch
ansprechend in Fassaden mit quadratischem oder
rechteckigem Muster ein. LORO-X Regenstandrohre
guadratisch mit Reinigungso6ffnung sind fur
quadratische LORO-X Regenfallrohre optimiert.
Quadratische Fallrohre aus Zinkblech passen meistens
auch in die quadratische Muffe, jedoch ist bei einigen
Herstellern auf die MaRhaltigkeit der Radien des
Quadratrohres zu achten! Das runde Auslaufrohr unten
( am quadratischen Standrohr entspricht den standard

O I : i LORO-X MaRen, sodass alle Anschlussstiicke der

' N Nennweite verwendet werden kénnen.
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