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LORO-X STANDPIPE WITH CLEANOUT, 1000 MM DN 50

LORO-X standpipe with cleaning cover 1000 mm DN 50

Descricao

LORO-X rain standpipe, made of steel, hot-dip galvanized, round, with clean-out opening, according to DIN EN 1123, with
raised quality standard, with 2-chamber push-fit socket connection, building material class A1, dimensionally stable, break-

proof, backflow-safe, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination,
colour: red-brown, 1000 mm, DN50

Dados do artigo

Cédigo EAN 4038088084120
Classe ETIM EC011386
Diametro nominal DN 50
Comprimento/grau 1000

nominal

Medidas exteriores 64 x 79 x 1000 mm
(AXLxP)

Peso 2,20 Kg (STK)

Grupo de produtos 2

Numero de pauta 73063012
aduaneira

Material / Cor Stahl feuerverzinkt, Silber

s o Nota de utilizacao
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o optimalen Schutz gegen Vandalismus und
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b & i kdnnen LORO-X Regenstandrohre an alle gangigen
&0 | L= ] ‘ Grundleitungen angeschlossen werden. In Verbindung
; mit einem Auslaufbogen kann die Entwasserung auch
i ins Freie erfolgen, wenn kein Grundleitungsanschluss
Wttt 195 D105 ek § vorhanden ist, oder es sich um eine Notentwasserung
It handelt.GemaR DIN EN 12056-3 7.5 sind am Ende von
it Do |_issioosn_ Fallleitungen und bei Richtungsanderungen
Reinigungsoéffnungen vorzusehen.
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Transferéncias

InstrucBes de instalacéo (PDF) Desenho cotado (PDF) Brochura (PDF)
Homologacéo (PDF) CAD 2D (DXF) CAD (DWG)

BIM Revit (RFA)
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