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LORO-X STANDPIPE WITHOUT CLEANOUT, 1000 MMDN 100
LORO-X standpipe without cleaning cover 1000 mm DN 100

Opis

LORO-X rain standpipe, made of steel, hot-dip galvanized, round, without clean-out opening, according to DIN EN 1123, with
raised quality standard, with 2-chamber push-fit socket connection, building material class A1, dimensionally stable, break-
proof, backflow-safe, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination,

colour: red-brown, 1000 mm, DN100
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Podatkovni list izdelka - LORO-X Spletna baza podatkov o izdelkih - https://www.loro.de/si/product/05526.100X/

4038088023785
EC011386

DN 100

1000

118 x 118 x 1000 mm

4,30 Kg (STK)
2
73063012

Stahl feuerverzinkt, Silber

Opomba za uporabo
LORO-X Regenstandrohre ohne Reinigungsoffnung
koénnen auch mit einem LORO-X Auslaufbogen ins

i Freie kombiniert werden, wenn kein

| Grundleitungsanschluss vorgesehen ist. Alternativ

b bietet LORO Standrohre mit angebautem Auslaufbogen

Prospekt (PDF)
CAD (DWG)
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