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LORO-X STANDPIPE WITH CLEANOUT, 3000 MM DN 70
LORO-X standpipe with cleaning cover 3000 mm DN 70

Meprypaen
LORO-X rain standpipe, made of steel, hot-dip galvanized, round, with clean-out opening, according to DIN EN 1123, with

raised quality standard, with 2-chamber push-fit socket connection, building material class A1, dimensionally stable, break-
proof, backflow-safe, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination,
colour: red-brown, 3000 mm, DN70
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Kwdikog EAN 4038088061138
Katnyopia ETIM EC011386
OVOMOOTIKN DN 70
OIGMETPOG
OvVopOoTIKO 3000
HRKog/poipeg
EEWTEPIKEG 84 x 101 x 3000 mm
diactaaoelg (YxMNxM)
Bdipog 9,50 Kg (STK)
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e | § & YAIKO | Xpopo Stahl feuerverzinkt, Silber
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T Ei % I LORO-X Regenstandrohre aus Stahl bieten einen
| :_ Hi optimalen Schutz gegen Vandalismus und
T it . } : Beschadigungen durch Personen, Gegenstéande und
: K : Fahrzeuge aller Art. In Bereichen mit regelmafigem
| e - Personenverkehr eignen sich Standrohre mit einer
: ' Hohe von 2 m.Mit entsprechenden Ubergangsstiicken
i kdnnen LORO-X Regenstandrohre an alle gangigen
HE Grundleitungen angeschlossen werden. In Verbindung
M N mit einem Auslaufbogen kann die Entwasserung auch
i ins Freie erfolgen, wenn kein Grundleitungsanschluss
g vorhanden ist, oder es sich um eine Notentwasserung
3 handelt.Geméanr DIN EN 12056-3 7.5 sind am Ende von
Fallleitungen und bei Richtungsanderungen
Reinigungsoffnungen vorzusehen.
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