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Articulo 08009.100X

16.10.2026, 02:50

LORO-X ANSCHLURST.M.RED.STECK.VERB.

LORO-X connection piece with Red.-connection DN 100

Descripcion
LORO-X reducing push-fit connector, made of steel, hot-dip galvanized, with socket, with reduced pipe end, building material
class A1, dimensionally stable, break-proof, DN100

Datos del articulo

Cédigo EAN 4038088028834
Clase ETIM EC003024
Diametro nominal DN 100
Longitud/grado 250

nominal

Medidas exteriores 118 x 118 x 300 mm
(AxAXxL)

Peso 1,40 Kg (STK)

Grupo de productos 1
Numero de arancel 73089098

aduanero
Material / Color Stahl feuerverzinkt, Silber
‘ Nota de uso
| I LORO-X Red.-Steck Anschlussstiicke mit Muffe und
: t reduziertem Einschubende dienen dem Ubergang von
| LORO-X Stahlabflussrohr oder Zinkblech (Muffe) in
| eine weiterfilhrende LORO-X Red.-Steck Fallleitung
' (reduziertes Einschubende).
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Descargas
= E Instrucciones de instalacién (PDF) Dibujo dimensional (PDF) Folleto (PDF)
" CAD 2D (DXF) CAD 3D (DWG) BIM 3D (STEP)
BIM 3D (IFC)
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