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LORO-X DECK AND BULKHEAD PENETRATION FORM T1 DN 125
LORO-X deck and bulkhead penetration form T1 DN 125

Neprypogn
LORO-X deck and bulkhead penetrations, shape T1, made of steel, hot-dip galvanized, inner pipe additionally coated, DN125

ZToIXEiO TEPOIOVTO(

Kwdikog EAN 4038088029237
Katnyopia ETIM EC011636
OVOMOOTIKN DN 125

OIGMETPOG

EEwTePIKEG 198 x 198 x 355 mm
diaotacelg (YxMxM)

Bapog 7,20 Kg (STK)
Opada tpoiovtwov 8

A0GHOAOYIKOG 73089098

apldpog

YAIKO | Xpopoa Stahl feuerverzinkt, Silber
Znpeion xpnong

kein Verwendungshinweis notwendig
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Rohrende leicht eingezogen 2
b
o SchweiBzone frei von Zink Werkstoff: H
Rohr £195 EN10305 feververzinkt, Innen beschichtet H
erstelt mit AUTOCAD 201 Hilse S355 J2H EN10210-1 feververzink!, LoRo-uots 054506 |2
MoBstab Zul. Abw. | Benennung Zeichnungs Nr. 3|
1:2[WEN3) ey Schotidurchfibrung | _08200.125X (2
2016 | Tog Nome | DN125 Form Tt Ersotz fur: 3
Ger [ 2605 | Komn <
[Gepr. EDV—Art.Nr. 08200.125X ersetzt durch: £l
[Norm. 08200.125X.DWG g
H

© | Bauvorhoben
| dndeung | Tog | Name L@R.@ Stutzen EN 1123/3-T1-1A-X-125

Anyeig
X 2x£€d10 dlaotdoewy (PDF) DuAGdio (PDF) CAD 2D (DXF)
CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IFC)
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