° Scheda tecnica del prodotto
LORO_Produkt-Datenblatt_13508.100X_it.pdf

Articolo 13508.100X

15.10.2026, 15:45

LORO-X DUOFLUX-ATTIKA-DIREKTABL.ROHR IN

LORO-X DUOFLUX Attika direct drain pipe in pipe main emergency combination with adhesive flange for
bitumen DN 100

Descrizione

LORO-X main-emergency combination DUOFLUX direct parapet drain, series 43 pipe-in-pipe, for main drainage with gravity
flow, discharge rate 3.7 I/s at 35 mm water level on the roof and emergency drainage with gravity flow 3.0 I/s at 75 mm, with
bonding flange, for bituminous roofing sheets, penetration depth 103 mm, according to DIN EN 1253, proof of performance
with standard-compliant testing system with 4.2 m non-ventilated downpipe according to system data sheet LX1347, made of
steel, hot-dip galvanized, DN100/50

Dati articolo
Codice EAN 4038088092255
Classe ETIM EC011350
Diametro nominale DN 100
o Misure esterne 480 x 673 x 337 mm
N — (AL
N = ] Peso 9,60 Kg (STK)
Gruppo prodotti 9
Numero tariffa 73269098
doganale
Materiale | Colore Stahl feuerverzinkt, Silber
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