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Article 14302.100X
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LX RETENTIONSROHR NACH VORGABE DN100
LORO-X retention pipe, as specified DN 100
Description

LORO-X retention pipe DN 100, vertical, made of steel, hot-dip galvanised, in accordance with DIN EN 1123. To determine the
required retention openings or lengths, please contact LOROWERK, DN 100

Article information

EAN Code 4038088100189
ETIM Class EC011398
Nominal diameter DN 100

Outside 102 x 102 x 341 mm
measurements
(HXWxL)

Weight 1,00 Kg (STK)
Product group 9

Customs tariff 73072980
number

Material / Color Stahl feuerverzinkt, Silber

Usage note

LORO bietet fir Hauptentwasserung mit Retention und
Notentwasserung mit héhenvariablem Wehr
aufeinander abgestimmte VARIOFIT Stromungshilfen,
die objektbezogen berechnet und gefertigt werden. Die
Hohe des Anstauelementes der Notentwasserung wird
objektbezogen an die Retentionswasserhdhe der
Hauptentwéasserung mit Retention angepasst. Die
aufgefihrten Strémungshilfen passen auf die
Grundkorper der angegebenen Serien der

i Flachdachentwésserung.
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Downloads
CAD drawing (PDF) CAD 2D (DXF) CAD 3D (DWG)
BIM 3D (STEP) BIM 3D (IFC)
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