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LX-RETENTIONSDREHSCHIEBERF.F.DACHABL.
LORO-X retention rotary valve for flat roof series 84 DN 100
Opis
LORO-X retention rotary slide, consisting of upper and lower part. Attention: the amoount of retention discharge has to be
installed and set, to fit flat roof drain body series 84 DN 100, made of stainless steel

Dane artykułu
Kod EAN 4038088106747
Klasa ETIM EC010917
Średnica nominalna DN 100
Wymiary zewnętrzne
(WxSxD)

258 x 258 x 185 mm

Waga 1,10 Kg (STK)
Grupa produktów 9
Numer taryfy celnej 73072980
Materiał / Kolor Edelstahl, Silber

Wskazówki dotyczące użytkowania
LORO bietet für Hauptentwässerung mit Retention und
Notentwässerung mit höhenvariablem Wehr
aufeinander abgestimmte VARIOFIT Strömungshilfen,
die objektbezogen berechnet und gefertigt werden. Die
Höhe des Anstauelementes der Notentwässerung wird
objektbezogen an die Retentionswasserhöhe der
Hauptentwässerung mit Retention angepasst. Die
aufgeführten Strömungshilfen passen auf die
Grundkörper der angegebenen Serien der
Flachdachentwässerung.
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