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LX-RETENTIONSDREHSCHIEBER ATTIKA, DL

LORO-X retention rotary valve Attika and DRAINLET DN 50, DN 70 1.4301

Neprypogn

LORO-X retention rotary slide, consisting of upper and lower part. Attention: the amoount of retention discharge has to be
installed and set, to fit parapet drain body series 79,88 and 89, DN 50 to DN 100 and flat roof drain body series 84 DN 50 and
DN 70, made of stainless steel

ZToIXEiO TEPOIOVTO(
Kwdikog EAN 4038088109762
Katnyopia ETIM EC011398

EEwTEPIKEG 185 x 130 x 130 mm
diotaacelg (YxMxm)

Bdipog 0,90 Kg (STK)
Opada tpoiovtwv 9

AOGHOAOYIKOG 73072980
apIOuog

YAIKO | Xpopa Edelstahl, Silber

Inpeiwan xpnong
Co L e A LORO bietet fiir Hauptentwasserung mit Retention und
it Notentwasserung mit hdhenvariablem Wehr

aufeinander abgestimmte VARIOFIT Stromungshilfen,
die objektbezogen berechnet und gefertigt werden. Die
Hohe des Anstauelementes der Notentwéasserung wird
objektbezogen an die Retentionswasserhdhe der
Hauptentwéasserung mit Retention angepasst. Die
aufgefiihrten Strémungshilfen passen auf die
Grundkorper der angegebenen Serien der
Flachdachentwéasserung.
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