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Izdelek 14711.125X
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LX-RETENTIONSEINH.F.DL.SR.84,NOT.

LORO-X retention unit for DRAINLET Series 84 emergency drainage with strainer basket 500 mm with
variable weir according to specification DN 125

Opis

LORO-X VARIOFIT flow aid, strainer basket 500 mm, building-related design please indicate desired weir height when
ordering, for emergency drainage with gravity flow, variable weir height, to fit DRAINLET flat roof drain, series 84(DL), DN 125

Podatki o izdelku

EAN koda 4038088106716
ETIM razred EC010827

Nazivni premer DN 125

Zunvanje mere 521 x 320 x 320 mm
(VxSxD)

Teza 4,90 Kg (STK)
Skupina izdelkov 9

Carinska tarifna 73072980

Stevilka

Material / Barva Edelstahl, Silber

Opomba za uporabo

LORO bietet fir Hauptentwasserung mit Retention und
Notentwasserung mit h6henvariablem Wehr
aufeinander abgestimmte VARIOFIT Stromungshilfen,
die objektbezogen berechnet und gefertigt werden. Die
Hohe des Anstauelementes der Notentwasserung wird
objektbezogen an die Retentionswasserhdhe der
Hauptentwasserung mit Retention angepasst. Die
aufgefihrten Strémungshilfen passen auf die
Grundkorper der angegebenen Serien der
Flachdachentwasserung.

|

-

.ﬁ?;“_\\

1 . _|; |

]
| /
\ 5ﬁ///
_.//

1._.—5—

Merska risba (PDF) Prospekt (PDF) Certifikat (PDF)
CAD 2D (DXF) CAD 3D (DWG) BIM 3D (STEP)
BIM 3D (IFC)
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