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LORO

LX-VARIO KANT SPEIERM.KLEBEFL.Z.BAUS.AB

LORO-X VARIO upstand spout with adhesive flange for on-site bending 800mm DN125 made of stainless
steel 1.4301

Beskrivning

LORO-X VARIO upstand spout with on-site bendable bonding flange, for emergency drainage with gravity flow, with variable
weir height, made of stainless steel, DN125

T

S

S P P O P

Nedladdningar
. Monteringsanvisning (PDF)

Méttritning (PDF)

Material / Farg

Artikeldata
EAN-kod 4038088109601
ETIM-klass EC010565
Nominell diameter DN 125

‘ Nominell langd/grad 800

FE Yttermatt (HxBxL) 800 x 500 x 500 mm

Vikt 5,10 Kg (STK)
Produktgrupp 9
Tullnummer 73072980

Edelstahl, Silber

Anvéandningsanvisning

LORO-X VARIO Kant Speier zum bauseitigen
Abkanten eignen sich insbesondere zur
Notentwésserung von Balkonen, Terrassen oder
kleinen Dachflachen. Der Edelstahl-Klebeflansch lasst
sich mit handelsuiblichen Werkzeugen abkanten, so
dass die Hohe der Notentwasserung variabel und
stufenlos einstellbar ist. Der passende Siebkorb
verhindert, dass Gegenstande durch den Speier
ungewollt ins Freie gelangen kdnnen. auch als
Rohrdurchfiihrung VARIOKANT Speier kdnnen in
bestimmten Féallen auch als horizontale oder
senkrechte Rohrdurchfiihrung genutzt werden.

Broschyr (PDF)

CAD 2D (DXF) CAD 3D (DWG) BIM 3D (STEP)
BIM 3D (IFC)
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