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LX-VARIO KANT SPEIERM.KLEBEFL.Z.BAUS.AB
LORO-X VARIO upstand spout with adhesive flange for on-site bending 800mm DN200 made of stainless

steel 1.4301
Beskrivelse

LORO-X VARIO upstand spout with on-site bendable bonding flange, for emergency drainage with gravity flow, with variable

weir height, made of stainless steel, DN200

Artikkeldata
EAN-kode

ETIM-klasse
Nominell diameter

Nominell
lengdel/grad

Utvendige mal
(HxBxL)

Vekt
Produktgruppe
Tolltariffnummer
Materiale | Farge

Bruksanvisning

4038088109625
EC010565

DN 200

800

800 x 500 x 500 mm

6,00 Kg (STK)

9

73072980
Edelstahl, Silber

LORO-X VARIO Kant Speier zum bauseitigen
Abkanten eignen sich insbesondere zur
Notentwasserung von Balkonen, Terrassen oder

i kleinen Dachflachen. Der Edelstahl-Klebeflansch lasst

sich mit handelsuiblichen Werkzeugen abkanten, so

1 dass die Hohe der Notentwasserung variabel und
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Nedlastinger
E ".EE Monteringsanvishing (PDF)

I T

Y CAD 2D (DXF)
BIM 3D (IFC)

Alles online

Méaltegning (PDF)
CAD 3D (DWG)
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stufenlos einstellbar ist. Der passende Siebkorb
verhindert, dass Gegenstande durch den Speier
ungewollt ins Freie gelangen kdnnen. auch als
Rohrdurchfiihrung VARIOKANT Speier kdnnen in
bestimmten Fallen auch als horizontale oder
senkrechte Rohrdurchfiihrung genutzt werden.

Brosjyre (PDF)
BIM 3D (STEP)
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