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Artikel 15199.100X
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LORO-X SPEIERROHR 250 MM + MUFFE, DN 100

LORO-X spout pipe 250 mm + socket DN 100

Beschrijving

LORO-X spout pipe, made of steel, hot-dip galvanized, according to DIN EN 1123, with 2-chamber push-fit socket connection

(1socket), long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour:
red-brown, 250 mm, DN100

Artikelgegevens

EAN-code 4038088096277
ETIM Klasse EC010565
Nominale diameter DN 100

Nominale 250

lengte/graad

Buitenafmetingen 118 x 118 x 320 mm
(HxBxL)

Gewicht 1,40 Kg (STK)
Productgroep 9
Douanetariefnumme 73063012

r

Materiaal | Kleur Stahl feuerverzinkt, Silber
Gebruiksaanwijzing

kein Verwendungshinweis notwendig

320
DN100

%)

$102

Werkstoff: E195 EN10305 feuerverzinkt
und innen beschichtet

Erstellt mit AUTOCAD 2004

MoBstab | Zul. Abw. | Benennung Zeichnungs Nr.
11 DN EN1123-2) Spejerrohr DN100 15199100X
2014 | Tag Nome | 250mm lang Ersatz fur:
Cez_ | 1411 | Koen

Gogr. EDV—Art.Nr. ersetzt durch:
[Norm. 15199.100X0WG.

'E%@ Bauvorhaben
Hnderung Tog | Name

ing ist urheberrechtiich geschitzt und bleibt unser Eigentum. S darf weder ganz noch tellveise vervilfatigt_und nicht an Dritte weitergegeben werden.
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