@ Produktdatablad
LORO_Produkt-Datenblatt_15272.050X_se.pdf

Artikel 15272.050X

15.10.2026, 18:18

LORO-X BALCONY DRAINS, SERIES F, SINGLE-PART UNITS, VERTICAL
SOCKET, WITHOUT THERMAL INSULATION DN 50

LORO-X balcony drain vertical one-piece without insulation with height adjustment DN 50

Beskrivning

LORO-X balcony drain, series F, one-piece, without thermal insulation, vertical outlet, with pre-fitted connecting collar made of
bitumen/EPDM composite, according to DIN EN 1253 with raised quality standard, made of steel, hot-dip galvanized, with long-
life coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown, consisting of
drain pot, connecting collar, clamping ring, drainage ring, holding fixture for strainer 100 x 100 mm (for installation height 35 -
150 mm), stainless steel strainer DN50

Artikeldata
g EAN-kod 4038088007815
ETIM-klass EC004949

Nominell diameter DN 50
Yttermatt (HxBxL) 230 x 230 x 404 mm

Vikt 2,20 Kg (STK)
Produktgrupp 4

Tullnummer 73089098

Material | Farg Stahl feuerverzinkt, Silber

Anvandningsanvisning
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