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LORO-X DRAIN FUNNEL TYPE A + B, WITH STRAIGHT RUN-OFF
LORO-X drain pan with supporting rim 35 mm

Kuvaus

LORO balcony drain pot for series A and B, according to DIN EN 1253 with raised quality standard, made of steel, hot-dip
galvanized, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour:
red-brown, vertical outlet, with clamping ring 35 mm, as single part without accessories, DN70

Tuotetiedot
EAN-koodi 4038088008645
ETIM-luokka EC011398

Nimellishalkaisija DN 70
Ulkomitat (KxLxS) 201 x 201 x 264 mm

Paino 1,20 Kg (STK)
Tuoteryhma 4
Tullitariffin numero 73089098
Materiaali / Vari Stahl feuerverzinkt, Silber
Kayttéohje
kein Verwendungshinweis notwendig
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Rohrende leicht eingezogen ;%
Werkstoff: E195 EN10305 feuerverzinkt g
innen und auBen beschichtet %
[Erstellt mit AUTOCAD 2016 %
MaBstab Zul. Abw. Benennung Zeichnungs Nr. L
1:2 O EN1123-2 ) Ablguftopf DN70 15679.070X %
2016 | Tog Nome. mit Stiitzrand 35mm_umloufend | Ersotz fir: §
[Ger. - EDV—Art.Nr. 15679.070X ersetzt durch: ‘%
Bauvorhaben i§
Lataukset
E E Mittapiirustus (PDF) Esite (PDF) Hyvéksynta (PDF)
¥ CAD 2D (DXF) CAD 3D (DWG) BIM 3D (STEP)

BIM 3D (IFC)
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