@ @ Fiche technique du produit
LORO_Produkt-Datenblatt_16191.100X_fr.pdf

Article 16191.100X
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LORO-X CLOSED GRID FOR DIRECT DRAIN

LORO-X end sieve made of stainless steel round DN 100

Description
LORO end strainer for LORO direct balcony drains series G, GS, GF, | and IK, made of stainless steel, for upper balconies,
DN100

Données de l'article

Code EAN 4038088009079
Classe ETIM EC003033
P—— Diamétre nominal DN 100
;::7_:‘;:5‘-‘-.“.::: Dimensions 140 x 140 x 14 mm

‘i"":f ::? extérieures (HXLxP)
. - Poids 0,21 Kg (STK)

Groupe de produits 4

Numéro tarifaire 73072980
douanier

Matériau | Couleur  Edelstahl, Silber

Note d'utilisation

kein Verwendungshinweis notwendig
=
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Werkstoff: ZE
1.4301 g
MaBstab | Zul. Abw. | Benennung Zeichnungs Nr. 8|
1:2 O 2768-¢ | Rundes Endsieb 16191100X A %
205 | Tog Nme | fiir Direkiablouf DN100 Ersatz fir: é
Gez. | 1500 Koeh 16191100X ]
[Cepr. | 30.05.18 He EDV—Art.Nr. 16181.100X ersetzt durch: =
Norm. [ 05.0618]  Schm | 16191100XADNG gl
Bauvorhaben 3
Téléchargements
E E Dessin dimensionnel (PDF) Brochure (PDF) CAD 2D (DXF)
L_ r CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IEC)
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