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LORO

LORO-BALKONABL.GRUNDEINH.CU O.WD.DN 70

LORO-Balcony drain basic unit copper without insulation DN 70

Descrizione

LORO direct balcony drain base unit, with connecting collar made of bitumen/EPDM composite, series H, according to DIN EN
1253, made of copper, with downpipe length 250 mm, without thermal insulation, consisting of drain pot, connecting collar,

clamping ring, without drainage openings, DN70
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Alles online

Brochure (PDF)

Dati articolo
Codice EAN
Classe ETIM
Diametro nominale

Misure esterne
(AXLxP)

Peso
Gruppo prodotti

Numero tariffa
doganale

Materiale / Colore

Note d'uso

4038088065648
EC004949

DN 70

275 x 275 x 250 mm

3,30 Kg (STK)
4
74121000

Kupfer, Kupfer

kein Verwendungshinweis notwendig

Certificato (PDF

Scheda tecnica del prodotto - LORO-X Database prodotti online - https://www.loro.de/it/product/16225.070N/

www.loro.de - infocenter@lorowerk.de

Paginal/1


https://www.loro.de/product/16225.070N/
https://www.loro.de/fileadmin/PDF/VERLEG_LBE_H_ENG.pdf
https://www.loro.de/fileadmin/PDF/BALKONENTWAESSERUNG_ENG.pdf
https://www.loro.de/fileadmin/PDF/ZERT_LGA_DACH_BALKON_ENG.pdf
https://www.loro.de/fileadmin/PDF/Aufbauschema_Serie_H_Eng.pdf
https://www.loro.de/it/product/16225.070N/
http://www.tcpdf.org

