© Tehniéki list proizvoda
LORO_Produkt-Datenblatt_16230.100X_hr.pdf
Artikl 16230.100X

16.10.2026, 01:01 h

LORO-X BALKONDIREKTABL.M.VS-MANSCH.O.WD.

LORO-X balcony direct drain with VS collar without insulation DN 100

Opis

LORO direct balcony drain base unit, with VS connecting collar made of multi-layer composite material, series HF, made of

steel, hot-dip galvanized, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy
combination, colour: red-brown, downpipe length 300 mm, without thermal insulation, consisting of drain pot, VS connecting

collar, clamping ring, DN100

Podaci o artiklu

EAN kod 4038088061466
W o g ETIM klasa EC004949
- Nazivni promjer DN 100
Vanjske mjere 500 x 500 x 251 mm
(VxSxD)
TeZina 3,80 Kg (STK)
Grupa proizvoda 4
Carinski tarifni broj 73089098
Materijal / Boja Stahl feuerverzinkt, Silber

Napomena za upotrebu
kein Verwendungshinweis notwendig
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Preuzimanja

E r Upute za ugradnju (PDF) Dimenzijski crte? (PDF) Prospekt (PDF)
% ﬁ Certifikat (PDF) Aufbauschema (PDF) CAD (DWG)
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