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LORO-X BALKONDIREKTABL.GRUNDEINH.M.BRAND
LORO-X Balcony direct outlet Basic unit with fire protection Drainage vertical for series H DN 100
Kuvaus
LORO-X direct balcony drain base unit, fire protection system, series H, general building authority test certicifate no. P-MPA-
E-09-010, one-piece, with thermal insulation, vertical outlet, with pre-fitted connecting collar made of bitumen/EPDM
composite, according to DIN EN 1253 with raised quality standard, made of steel, hot-dip galvanized, with long-life coating
according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown, consisting of drain pot,
connecting collar, clamping ring without drainage openings, DN100

Tuotetiedot
EAN-koodi 4038088098110
ETIM-luokka EC011398
Nimellishalkaisija DN 100
Paino 6,70 Kg (STK)
Tuoteryhmä 4
Tullitariffin numero 73089098
Materiaali / Väri Stahl feuerverzinkt, Silber

Käyttöohje
kein Verwendungshinweis notwendig

Lataukset

Alles online

Asennusohje (PDF) Mittapiirustus (PDF) Hyväksyntä (PDF)
CAD 2D (DXF) CAD 3D (DWG) BIM 3D (STEP)
BIM 3D (IFC)

Tuotteen datalehti · LORO-X Online tuotetietokanta · https://www.loro.de/fi/product/16283.100X/

Powered by TCPDF (www.tcpdf.org)

www.loro.de  ·  infocenter@lorowerk.de Sivu 1 / 1

https://www.loro.de/product/16283.100X/
https://www.loro.de/fileadmin/PDF/VERLEG_LBE_H_ENG.pdf
https://www.loro.de/fileadmin/CAD/16283.100X.pdf
https://www.loro.de/fileadmin/PDF/P_MPA_E_09_010.pdf
https://www.loro.de/fileadmin/CAD/16283.100X_2D.dxf
https://www.loro.de/fileadmin/CAD/16283.100X_3D.dwg
https://www.loro.de/fileadmin/BIM/LORO/STEP/16283.100X_3D.stp
https://www.loro.de/fileadmin/BIM/LORO/IFC3/16283.100X_3D.ifc
https://www.loro.de/fi/product/16283.100X/
http://www.tcpdf.org

