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LORO-X SIEBEINH.F.OBERE BALKONE SERIE H,
LORO-X Screen unit for upper balconies Series H DN 70
Description

LORO strainer unit for LORO direct drains series H, consisting of stainless steel strainer 150 x 150 mm for upper balconies,
holding fixture for strainer (for installation height 35-150 mm) and drainage ring, DN70

e Données de l'article
sENEEs
SFiagas Code EAN 4038088054772
e ¢ Classe ETIM EC010284
Diamétre nominal DN 70
Dimensions 150 x 150 x 169 mm
extérieures (HXLxP)
Poids 0,40 Kg (STK)
Groupe de produits 4
N / Numéro tarifaire 39269097
[

L = | douanier
Matériau /| Couleur  Kunststoff

Note d'utilisation
kein Verwendungshinweis notwendig

Sieb (0143
EDV—Art.Nr. 16197.000X

Siebaufnahme DN70
EDV—Art.Nr. 16290.070X

Entw?sserungsring DN70
EDV—Art.Nr. 16097.070X
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o111

0124
Erstelit mit AUTOCAD 2004 2
WoBstob | Zul. Abw. | Benennung Zeichnungs Nr. 8
1:2 [owemz-2) Siebeinheit DN70 16304070W
7008 | Tog | Name | fir obere Balkone Ersotz fir:
oo | 0306 | Kour
Cerr EDV=ArLNr. 16304.070X ersetzt durch:
fom. 163NN
N\ | Bouerhoben
g Jnderung | Tog [ Nome HQ [E%_C.)

Téléchargements
Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
Certificat (PDF) Aufbauschema (PDF) CAD 2D (DXF)
CAD (DWG)
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