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LORO-X BALK.-DI.GR.EINH.3GR.M.WD DN 70
LORO-X balcony direct basic unit 3 degrees with heat insulation DN 70

Description

LORO direct balcony drain base unit, with connecting collar made of bitumen/EPDM composite, series H, according to DIN EN
1253, made of steel, hot-dip galvanized, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component
epoxy combination, colour: red-brown, lateral outlet, with downpipe length 250 mm, with thermal insulation, consisting of drain
pot, connecting collar, clamping ring without drainage openings, DN70

Données de l'article

Code EAN 4038088068656
Classe ETIM EC011350
Diamétre nominal DN 70
o Dimensions 275 x 337 x 150 mm
extérieures (HXLxP)
. Poids 3,60 Kg (STK)

— Groupe de produits 4

Numéro tarifaire 73089098
douanier

Matériau | Couleur  Stahl feuerverzinkt, Silber

S I R T Note d'utilisation
L kein Verwendungshinweis notwendig

Téléchargements

Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
Certificat (PDF) Aufbauschema (PDF) CAD 2D (DXF)
CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IEC)

.
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