@ Ficha técnica del producto
LORO_Produkt-Datenblatt_16322.070X_es.pdf

Articulo 16322.070X
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LORO-X BALK.-DI.3GR.F.BA.GES.M.WD DN 70

LORO-X Balcony Direct 3 degrees for balcony floor with heat insulation DN 70

Descripcién

LORO direct balcony drain with connecting collar made of bitumen/EPDM composite, series H, according to DIN EN 1253 with
raised quality standard, made of steel, hot-dip galvanized, long-life inside coating according to DIN EN ISO 2178 on the basis
of a 2-component epoxy combination, colour: red-brown, lateral outlet, with thermal insulation, one-piece, consisting of drain

pot, connecting collar, clamping ring, drainage ring, holding fixture for strainer (for installation height 35 - 155 mm), strainer for
pipe opening for balcony floors, DN70

Datos del articulo

Cédigo EAN 4038088068670
Clase ETIM EC011398
Diametro nominal DN 70

u Peso 4,00 Kg (STK)
Grupo de productos 4

. Numero de arancel 73089098
aduanero
Material / Color Stahl feuerverzinkt, Silber

Nota de uso
kein Verwendungshinweis notwendig

Descargas

E|||'I-I.'3E| Dibujo dimensional (PDF) Folleto (PDF) CAD 2D (DXF)
CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IFC)
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