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LORO-VERSAL ABL.KORP.M.LANGMU. 40-170 MM

LORO-VERSAL drain body with long sleeve 40 -170 mm ceiling thickness DN 70

Beskrivelse

LORO-VERSAL direct drain body with clamping ring, with long socket, connecting thread and sealing, series J, for balcony

floors and lower balconies, made of steel, hot-dip galvanized, long-life inside coating according to DIN EN ISO 2178 on the
basis of a 2-component epoxy combination, colour: red-brown, for slab thickness 100 - 170 mm, DN70

Artikkeldata

EAN-kode 4038088051160
ETIM-klasse EC011398
Nominell diameter DN 70
Utvendige mal 183 x 183 x 620 mm
(HxBxL)
Vekt 2,40 Kg (STK)
-y Produktgruppe 4
Tolltariffnummer 73089098
Materiale | Farge Stahl feuerverzinkt, Silber
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Nedlastinger

Monteringsanvisning (PDF) Maltegning (PDF) Brosjyre (PDF)
Godkjenning (PDF) Aufbauschema (PDF) CAD 2D (DXF)
CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IEC)

Alles online

Produktdatablad - LORO-X Online produktdatabase - https://www.loro.de/no/product/16713.070X/

www.loro.de - infocenter@lorowerk.de Side1/1
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https://www.loro.de/fileadmin/PDF/VERLEG_LBE_J_ENG.pdf
https://www.loro.de/fileadmin/CAD/16713.070X.pdf
https://www.loro.de/fileadmin/PDF/BALKONENTWAESSERUNG_ENG.pdf
https://www.loro.de/fileadmin/PDF/ZERT_LGA_DACH_BALKON_ENG.pdf
https://www.loro.de/fileadmin/PDF/Aufbauschema_Serie_J_Eng.pdf
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