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LORO-DACHABL.ALU,2TLG,M.WD.SENKR.DN 100

LORO roof outlet aluminium two-piece with heat insulation vertical DN 100

Description

LORO-X flat roof drain, series O, two-piece, with thermal insulation, vertical outlet, for main drainage with gravity flow,
discharge rate 5.2 I/s at 35 mm water level on the roof, with connecting collar made of bitumen/EPDM composite, strainer unit
made of stainless steel, according to DIN EN 1253 with raised quality standard, proof of performance with standard-compliant
testing system with 4.2 m non-ventilated downpipe according to LX data sheet LX884, made of aluminium, coated light grey,
DN100

Données de l'article

Code EAN 4038088055090

Classe ETIM EC011398

Diamétre nominal DN 100

Dimensions 500 x 500 x 473 mm
- extérieures (HXLxP)

Poids 5,80 Kg (STK)

Groupe de produits 4

Numéro tarifaire 76090000
douanier

Matériau /| Couleur  Aluminium, Grau

Note d'utilisation
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Verbund mit einem Klemmring werkseitig eingepresst,
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Téléchargements

Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
Certificat (PDF) Aufbauschema (PDF) Fiche technique du systéeme LX 884
CAD 2D (DXF) CAD (DWG)
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