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LORO roof outlet basic unit with insulation aluminium 3 degrees DN 100

Description

LORO base unit for roof drains, series O, according to DIN EN 1253 with raised quality standard, made of aluminium, coated

light grey, with connecting collar made of bitumen/EPDM composite, ready for installation, consisting of drain funnel,
connecting collar and clamping ring, outlet 3 degrees, with thermal insulation, DN100

Données de l'article

Code EAN 4038088055342
Classe ETIM EC011398
_ Diamétre nominal DN 100
— . Dimensions 500 x 500 x 206 mm
_ extérieures (HXLxP)
. Poids 2,70 Kg (STK)

Groupe de produits 4

Numéro tarifaire 76090000
douanier

Matériau | Couleur  Aluminium, Grau

Note d'utilisation
kein Verwendungshinweis notwendig

Klemmring DN100

EDV-ArLNr.17201.T00A\
0500

‘ 110

AnschluBmanschette DN100
‘ EDV-ArLNr.17000.100A

201

256

239

Ablauftopf DN100
EDV-ATLNr.17180.100A

Téléchargements

Notice d'installation (PDF) Dessin dimensionnel (PDF) Brochure (PDF)
Certificat (PDF) Aufbauschema (PDF) CAD 2D (DXF)
CAD (DWG)
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