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LORO

LORO-DACHABL.GRUNDEINH.HEIZ.ALU,3 GR.

LORO roof outlet basic unit heating aluminium 3 degrees DN 100

Descricao

LORO base unit for roof drains, series O, according to DIN EN 1253 with raised quality standard, made of aluminium, coated

light grey, with connecting collar made of bitumen/EPDM composite, ready for installation, consisting of drain funnel,
connecting collar and clamping ring, outlet 3 degrees, with thermal insulation and heating, DN100

Dados do artigo

Cédigo EAN 4038088055366
Classe ETIM EC011398
Diametro nominal DN 100

Medidas exteriores 500 x 500 x 206 mm
(AXLxP)

Peso 2,90 Kg (STK)

Grupo de produtos 4

Numero de pauta 76090000
aduaneira

Material / Cor Aluminium, Grau

Nota de utilizacao
kein Verwendungshinweis notwendig

EDV-ArtNr. 17000.100A

{ Anschlugmanschette DN100

Klemmring DN100
EDV-ArtNr. 17201.100A
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Transferéncias

E Instrucdes de instalacio (PDF) Desenho cotado (PDF) Brochura (PDF)
- Homologacéo (PDF) Aufbauschema (PDF) CAD 2D (DXF)

CAD (DWG)
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