LORO

Karta danych produktu
LORO_Produkt-Datenblatt_18611.100X_pl.pdf
Artykut 18611.100X

16.10.2026, 01:33

LORO-X SIEBAUFN.182X182 MM,40-75 MM,
LORO-X Sieve support 182X182 mm40-75 mm DN 100

Opis

LORO holding fixture for strainer, made of steel, hot-dip galvanized, long-life inside coating according to DIN EN ISO 2178 on
the basis of a 2-component epoxy combination, colour: red-brown, 182 x 182 mm, for installation height 40 - 75 mm, DN100
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Rohrende leicht 2102x2
eingezogen

Prifungenummen

Pobieranie
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Instrukcja montazu (PDF)

Rysunek wymiarowy (PDF)

Dane artykutu
Kod EAN 4038088044940

Klasa ETIM EC004517
Srednica nominalna DN 100

Wymiary zewnetrzne 182 x 182 x 173 mm
(WxSxD)

Waga 2,50 Kg (STK)

Grupa produktéw 1

Numer taryfy celnej 73269098

Materiat /| Kolor Stahl feuerverzinkt,
Rotbraun

Wskazowki dotyczace uzytkowania
kein Verwendungshinweis notwendig

Broszura (PDF)

Tt CAD 2D (DXF) CAD 3D (DWG) BIM 3D (STEP)
BIM 3D (IFC)
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