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LORO-X SIEBAUFN.182X182 MM,40-75 MM,
LORO-X sieve support 182X182 mm40-75 mm with slotted rim DN 100
Beskrivelse

LORO holding fixture for strainer, made of steel, hot-dip galvanized, long-life inside coating according to DIN EN ISO 2178 on
the basis of a 2-component epoxy combination, colour: red-brown, 174 x 174 mm, DN100

Artikeldata
EAN-kode 4038088092057
ETIM Klasse EC004517

Nominel diameter DN 100
Ydermal (HxBxL) 184 x 184 x 200 mm

Vaegt 2,40 Kg (STK)

Produktgruppe 1

Toldtarifnummer 73269098

Materiale |/ Farve Stahl feuerverzinkt,
Rotbraun

Brugsanvisning

kein Verwendungshinweis notwendig
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Werkstoff: E195 EN10305 feuerverzinkt
innen und auBen beschichtet
MaBstab | Zul. Abw. | Benennung Zeichnungs Nr.
1:2 |wewmz-2| Siebaufnahme DN100 18614100W
2015 | Tog | WNome | mit Langlochern Ersotz for:
Gez. 25.11. Koeh

Cepr. EDV—Art.Nr. 18614.100X ersetzt durch:
orm. 18614100HDHG

% Bauvorhaben
Hnderung | Tog | Nome

Erstellt mit AUTOCAD 2004
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Downloads
y Maltegning (PDF) Brochure (PDF) CAD 2D (DXF)
CAD (DWG)
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