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LORO

LORO-VERSAL EINZELABL.3GR.1TLG.O.WD.

LORO-VERSAL single drain 3° one-piece without insulation stainless steel DN 70

Opis

LORO-X VERSAL balcony drain, series K, one-piece, without thermal insulation, lateral outlet 3 degrees, with clamping flange,
according to DIN EN 1253 with raised quality standard, made of stainless steel, consisting of drain pot, flange sealing ring,
loose flange, drainage ring, holding fixture for strainer 100 x 100 mm (for installation height 10 - 130 mm), stainless steel
strainer, DN70

Podaci o artiklu
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Siebeinheit DN70/50
EDV-ArtNr. 19083.000X

Edelstahisied
EDV-Art-Nr. 15096.000X
Siebaufnchme

EDV-ArtAr. 15094.000X
Gsserungsring
19098.000X
indeinheit DN70

RSAL
EDV-Artr. 19235.070X
Im Lieferumfong:.

Losflor
EDV-ArtNr. 19070.000X

min.10 - mox.130

Flanschdichiring DN70
EDV-ArtNr. 19088.070X
[l Ablauftop

EN 1661-MB-A:
MoLr. 310538

EDV-ArtNr.00922.070X

109

f DN70
i EDV-Arti 19005.070%
Im Lieferumfong:_
4 Sechskantmutter mit Flonsch |«
-Ad i

Alles online

Upute za ugradnju (PDF)

Dimenzijski crtez (PDF)

EAN kod 4038088036952
ETIM klasa EC004949

Nazivni promjer DN 70

Vanjske mjere 292 x 333 x 126 mm
(VxSxD)

TeZina 2,40 Kg (STK)
Grupa proizvoda 4

73072980
Edelstahl, Silber

Carinski tarifni broj
Materijal / Boja

Napomena za upotrebu

LORO-VERSAL Serie K beinhaltet Einzelablaufe mit
Klemmflansch. Serie K 1-teilig bestehend aus:
Ablauftopf, Flanschdichtring, Losflansch,
Entwasserungsring, Siebaufnahme quadratisch, 100 x
100 mm (fiir Aufbauh6he 10 - 130 mm), Edelstahlsieb
guadratisch, 94 x 94 mm, Klasse K. Serie K 2-teilig
bestehend aus: Ablauftopf, Flanschdichtring,
Losflansch, Dichtelement, Etageneinsatz (fur
Aufbauhohe 80 - 120 mm), Flanschdichtring,
Losflansch, Entwasserungsring, Siebaufnahme
quadratisch, 100 x 100 mm (fur Aufbauhéhe 10 - 130
mm), Edelstahlsieb quadratisch, 94 x 84mm, Klasse K.
Die Serie K wird aus Edelstahl gefertigt. Einsatzgebiete
Balkone mit Abdichtungsbahnen, Fliesen- oder
Plattenbelag

Prospekt (PDF)

Certifikat (PDF) Aufbauschema (PDF) CAD 2D (DXF)
CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IEC)
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