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FLACHDACHDURCHFUHRUNG F.WU-BETON M.WD.U.
Flat roof duct for waterproof concrete with heat insulation and locking flange 310 mm DN 125
Descriere

LORO-X roof drain and slab penetration with blocking flange for waterproof concrete, media-carrying, made of steel, hot-dip

galvanized, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour:
red-brown, length 310 mm, DN125

Date articol

Cod EAN 4038088074015
Clasa ETIM EC010599
Diametru nominal DN 125
Dimensiuniﬂ 330 x 330 x 310 mm
exterioare (IXLxA)

Greutate 6,90 Kg (STK)

Grupa de produse 9
Numar tarif vamal 73089098
Material /| Culoare Stahl feuerverzinkt, Silber

Nota de utilizare
T T T T S T kein Verwendungshinweis notwendig

Alle SchweiBndhte dicht verschweiBen SCHNITT A-A
Produktionsbedingte Verwerfungen des
Sperrflansches sind nicht auszuschlieBen

0-Ring 6x2mm NBR 70 Shore

Mat—Nr. 312213
Flachkopf-Dichtblindniet VA 6.4x10
/" Mat-Nr. 312200
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Descarcari
-y E Desen CAD (PDF) Brosur& (PDF) CAD 2D (DXF)
by’ CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IEC)

Alles online

Fisa tehnica a produsului - LORO-X Baza de date produse online - https://www.loro.de/ro/product/19480.125X/

www.loro.de - infocenter@Ilorowerk.de Paginal/1


https://www.loro.de/product/19480.125X/
https://www.loro.de/fileadmin/CAD/19480.125X.pdf
https://www.loro.de/fileadmin/PDF/AKTUELL_146.pdf
https://www.loro.de/fileadmin/CAD/19480.125X_2D.dxf
https://www.loro.de/fileadmin/CAD/19480.125X_3D.dwg
https://www.loro.de/fileadmin/BIM/LORO/STEP/19480.125X_3D.stp
https://www.loro.de/fileadmin/BIM/LORO/IFC3/19480.125X_3D.ifc
https://www.loro.de/ro/product/19480.125X/
http://www.tcpdf.org

