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Artykut 19480.125X
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FLACHDACHDURCHFUHRUNG F.WU-BETON M.WD.U.

Flat roof duct for waterproof concrete with heat insulation and locking flange 310 mm DN 125

Opis

LORO-X roof drain and slab penetration with blocking flange for waterproof concrete, media-carrying, made of steel, hot-dip
galvanized, long-life inside coating according to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour:
red-brown, length 310 mm, DN125

Dane artykutu

Kod EAN 4038088074015
Klasa ETIM EC010599
Srednica nominalna DN 125

Wymiary zewnetrzne 330 x 330 x 310 mm
(WxSxD)

Waga 6,90 Kg (STK)

Grupa produktéw 9

Numer taryfy celnej 73089098

Materiat /| Kolor Stahl feuerverzinkt, Silber

Wskazowki dotyczace uzytkowania
S o e S e R R S W T 3 kein Verwendungshinweis notwendig

SCHNITT A-A

Ale SchweiBndnte dicht verschweiBen
Produktionsbedingte Verwerfungen des
Sperrflansches sind nicht auszuschlieBen

0-Ring 6x2mm NBR 70 Shore

Mat—Nr. 312213
Flachkopf-Dichtblindniet VA 6.4x10
/" Mat-Nr. 312200
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Rohrende leicht eingezogen
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Pobieranie
E E Rysunek wymiarowy (PDF) Broszura (PDF) CAD 2D (DXF)
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