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LORO-X FLACHDACH-NOT.ENTW.F.WU-BETON,
LORO-X flat roof emergency de-watering for waterproof concrete DN 125

Descriere
LORO flat roof drainage, as emergency drainage, for waterproof concrete, gravity flow, consisting of: LORO strainer unit,
made of aluminium, plastic-coated, pitot pipe, 2 x sealing, thermally insulated pipe opening with blocking flange, DN125

Date articol

Cod EAN 4038088091159
Clasa ETIM EC011350
Diametru nominal DN 125
Dimensiuniﬂ 330 x 330 x 524 mm
exterioare (IXLxA)

Greutate 8,70 Kg (STK)

Grupa de produse 9
Numar tarif vamal 73089098
Material /| Culoare Stahl feuerverzinkt, Silber

Nota de utilizare

o S S e =] kein Verwendungshinweis notwendig
0270
0260
9220
> Siebkorb
< [] U U [] I—T[EDV-ArLIV. Z1007.000K =‘ ‘
Hglnnhnnnga >
’ ) \vyj \,F‘ Dichelement DN125 E " [als[s[g] %
| EDV-ArLNr. 00911.T25% _| i
8| Losflonsch DN125 &
“| EDV-ArtNr. 17014125K fingerungsrohr DNIOO =
- EDV-ArLNr. 16557.100K £ N
Z Dichelement DN125 % H
[ EDV=ArLNr. 009TI.IZ5X 5| -
| : =
H ~ i H
- i
o Il
b ! Flachdachdurchflirung DN125
| /m
|
3 g !
Bl
|
|
|
|
|
|
5153
8219
330
Desen CAD (PDF) Brosura (PDF CAD 2D (DXF)
CAD (DWG)

Alles online

Fisa tehnica a produsului - LORO-X Baza de date produse online - https://www.loro.de/ro/product/19511.125X/

www.loro.de - infocenter@Ilorowerk.de Paginal/1


https://www.loro.de/product/19511.125X/
https://www.loro.de/fileadmin/CADALT/19511.125X.pdf
https://www.loro.de/fileadmin/PDF/AKTUELL_146.pdf
https://www.loro.de/fileadmin/CADALT/19511.125X.dxf
https://www.loro.de/fileadmin/CADALT/19511.125X.dwg
https://www.loro.de/ro/product/19511.125X/
http://www.tcpdf.org

