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LORO-X ATTIKA NOT.ENTW.F.WU-BETON DN 70

LORO-X ATTIKA Emergency drainage for waterproof concrete DN 70 made of stainless steel
Beschrijving

LORO parapet emergency drainage for waterproof concrete, gravity flow, consisting of: LORO - RAINSTAR parapet
emergency drainage, for gravity flow, according to DIN EN 1253 with raised quality standard, with clamping flange as loose
and fixed flange construction, made of steel, hot-dip galvanized, inside additionally coated, with DRAINJET hood made of

stainless steel, additionally coated, colour: orange, strainer pipe, offset pipe, anchor clip, 2 x sealing, thermally insulated pipe
opening with blocking flange, DN70

Artikelgegevens

EAN-code 4038088091227
ETIM Klasse EC011350
Nominale diameter DN 70
Buitenafmetingen 270 x 950 x 397 mm

(HxBxL)
Gewicht 9,00 Kg (STK)
Productgroep 9

Douanetariefnumme 73072980
r

Gebruiksaanwijzing
T kein Verwendungshinweis notwendig

Siebkorb
V-ArENr. 210070008\ 4260

9220

01000]

Dichelement DN70
EDV-Art.Nr. 00911.070X

Flochdachdurchfithrung DN70
EDV-ArENr, 19480.070X

R
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00911.070X

herungsschelle DN70
EDV-ArtNr. 00806.070X

Sprungrohr DN70
EDV-ArtNr. 00400.070K
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