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LORO-X ATTIKA NOT.ENTW.F.WU-BETON DN 100
LORO-X ATTIKA emergency drainage for waterproof concrete DN 100 made of stainless steel
Popis
LORO parapet emergency drainage for waterproof concrete, gravity flow, consisting of: LORO - RAINSTAR parapet
emergency drainage, for gravity flow, according to DIN EN 1253 with raised quality standard, with clamping flange as loose
and fixed flange construction, made of steel, hot-dip galvanized, inside additionally coated, with DRAINJET hood made of
stainless steel, additionally coated, colour: orange, strainer pipe, offset pipe, anchor clip, 2 x sealing, thermally insulated pipe
opening with blocking flange, DN100

Údaje o artikli
EAN kód 4038088091234
ETIM trieda EC011350
Menovitý priemer DN 100
Vonkajšie rozmery
(VxŠxH)

270 x 905 x 395 mm

Hmotnosť 11,30 Kg (STK)
Skupina produktov 9
Colný sadzobník 73072980

Pokyny na použitie
kein Verwendungshinweis notwendig

Na stiahnutie

Alles online

Rozmerový výkres (PDF) Prospekt (PDF) CAD (DWG)

Produktový dátový list · LORO-X Online databáza produktov · https://www.loro.de/sk/product/19513.100X/

Powered by TCPDF (www.tcpdf.org)

www.loro.de  ·  infocenter@lorowerk.de Strana 1 / 1

https://www.loro.de/product/19513.100X/
https://www.loro.de/fileadmin/CADALT/19513.100X.pdf
https://www.loro.de/fileadmin/PDF/AKTUELL_146.pdf
https://www.loro.de/fileadmin/CADALT/19513.100X.dwg
https://www.loro.de/sk/product/19513.100X/
http://www.tcpdf.org

