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LORO

LORO-X FLACHDACH-NOT.ENTW.DRUCKSTR.F.WU-
LORO-X Flat Roof Emergency Dewatering Pressure Discharge for Waterproof Concrete DN 70

Descricao

LORO flat roof drainage, as emergency drain, for waterproof concrete, siphonic flow, consisting of: LORO-DRAINJET flat roof
siphonic drain for siphonic flow, according to DIN EN 1253 with raised quality standard, with clamping flange, as loose and
fixed flange construction, made of stainless steel, vertical outlet, without thermal insulation, one-piece, DRAINJET hood made
of stainless steel, 1 x sealing, thermally insulated pipe opening with blocking flange, DN70

Dados do artigo

Cédigo EAN 4038088091180
Classe ETIM EC011350
Diametro nominal DN 70

Medidas exteriores 260 x 260 x 461 mm
(AXLxP)

Peso 6,30 Kg (STK)
Grupo de produtos 9

Numero de pauta 73089098

aduaneira

Nota de utilizacao
_ kein Verwendungshinweis notwendig
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Drain jethaube
EDV—ArtNr. 21009.000X
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Losflansch DN70
EDV=ArtNr. 21906.070X

Kompressionsdichtun
EDV—Art.Nr. 21920.070X

Ablaufkrper DNT0
EDV—ArtNr. 21981.070K
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rtelt mit AVTOCAD 2004
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Dichelement DN70
EDV—ArtNr. 00911.070X

170

Flachdochdurchfiihrung DN70
EDV—Art.Nr. 19480.070X
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