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LORO-X DACH-U.DECKENDURCHF.F.WU-BETON M.

LORO-X roof and ceiling penetration for waterproof concrete with composite ventilation pipe and rain
bonnet DN 125

Description

LORO roof and slab penetration for waterproof concrete consisting of: LORO-X roof and slab penetration with blocking flange,
made of steel, hot-dip galvanized, composite ventilation pipe, rain hood, 2 x sealing, DN125

Article information

EAN Code 4038088091340
ETIM Class EC011350

Nominal diameter DN 125

Outside 330 x 330 x 912 mm
measurements

(HXWxL)

Weight 20,70 Kg (STK)
Product group 9

Customs tariff 73089098

number

Material / Color Stahl feuerverzinkt, Silber
Usage note

kein Verwendungshinweis notwendig

T

Dochdurchiibng 0125 | _ 19525125W.

| Duchawehhibring (128

Regenhaube DN125

EDV-ArLNr. 21203.125%

Dichelenent ON125.
EDV-ArtNr. 00T1.125X

Verbundrohr ON125

_EOV-ArtNr. 58013125K

it AUTOCAD 2004

Dichelernent ON125
EDV-ArtNr. 00TL.IZ5X M

Flachdochdurchflhrung ONIZ5
| EDv-Ar. 194801250

[Soeseserss

Downloads
E'- E CAD drawing (PDF) Brochure (PDF) CAD (DWG)
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